GLOBE VALVE PACKING SEAL MODEL: NC50-TB
JISTOK-PN16
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Design acc. : DIN 3356
Face to face : DIN EN558-1 F1

Water,Steam Teat e DIN. EN122601
max.200C
NOMINAL PRESSURE| 1.6 MPa 2.5 MPa 4.0 MPa
SHELL TEST 2.4 MPa 3.75 MPa| 6.0 MPa
HYDROSTATIC TEST| 1.8 MPa 2.75 MPa | 4.4 MPa
AIR TEST 0.6 MPa
SUITABLE TEMP. -20~200 C
SUITABLE MEDIUM W.0.G
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Material List
Material i
NO. Part
FIG.113.101 FIG.123.101 NC50-TB
1 Body GG-25 GGG-40.3 A216-WCB
2 Seat ring 1Cr13 1Cr13 13%Cr.
3 Disk GS+2Crl3 GS+2Crl3 13%Cr.
5 Stem 1Cr13 1Crl13 13%Cr.
6 Gasket 1.4301+Graphite 1.4301+Graphite Graphite
7 Nut C35N C35N C35N
8 Bolt CK35 CK35 CK35
9 Packing Graphite Graphite Graphite
1 Gland GGG-40 GGG-40 WwceB
12 | Bonnet GG-25 GGG-40 WCB
14 Handwheel CI0E CI0E CI10E
17 Stem nut GGG-50 GGG-50 GGG-50
18 | Nut C35N C35N C35N
20 Bolt CK35 CK35 CK35
Dimension List
FLANGE JIS10K
DN H
L D D1 D2 b f n-d2
15 130 95 70 45 14 2 4-14 202
20 150 105 75 58 16 2 414 202
25 160 115 90 68 16 2 418 210
32 180 140 100 78 18 2 418 210
40 200 150 105 88 18 3 4-18 230
50 230 165 120 102 20 3 418 230
65 290 185 140 122 20 3 4-18 245
80 310 200 150 138 22 3 818 265
100 350 220 175 158 24 3 818 350
150 480 280 240 212 26 3 8-23 510
200 600 330 290 262 28 3 12-23 700
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NOTE: VALVE BONNET AND FLANGE THICKNESS ACC. TO MANUFACTURER STANDARD.
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