
SS304+ DELRIN 80C

PRESSURE RELIEF AND SAFETY VALVE  MODEL: NC90S-IO
BODY /BONNET STAINLESS STEEL
 AIR ,LIQUID  SERVICE CLOSE BONNET
STEAM WORKS WITH SAFETY LEVER

CLASS PN64 

NACHI VALVE

SAFETY VALVE SCREW CONNECTION
NPT   RANGE 50 BAR 
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SIZE

DN15XDN15

DN20XDN20

DN25XDN25

DN32XDN32

DN40XDN40

DN50XDN50

  Setting Pressure :  40-45 bar  MAX.TEMP. 260C

DESIGN: API 526

TEST API 527

MAX. TEMP. 180 C   SEAL VITON
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Stainless Steel SS304

2

3

4

5

6

7

9

 

 
10

11

17 WITH LIFTING

              
LEVER- STEAM                         

CLOSED BONNET

                                     WITHOUT LEVER

                                      AIR WORK MAX.80C

Stainless Steel SS304

Stainless Steel SS304

ADJUSTING NUT
FOR ADJUST SETTING
PRESSURE 40-45 BAR

LOCK NUT AFTER
ADJUSTING

8
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DELRIN SEAT VALVE  MAX. 80C
APPLICABLE FOR AIR , GAS , LIQUID WORKS.
NOT APPLY FOR STEAM WORKS ,

FACTORY PRESSURE GAUGE
SETTING DISTANCE NOT
MORE 1METER FAR FROM VALVE

METAL SEAT STEAM WORK MAX. 260C

TEST PRESSURE GAUGE& SETTING PRESSURE
BEFORE INSTALLATION

VALVE DROP DOWN ACCIDENTLY , SETTING PRESSURE
INVALIDED.
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